


   

                                                                                    CNC SPRING FORMER    

Features 

  8 Slides are equipped as standard spec.  Those can be arranged any point on the circumference.  

 Minimum angle between two slides placed side-by-side is 30 degree. 

  It gives room for spring parts which require certain radius on work process with 90mm of Quill length and 

 65mm of slide stroke. 

  Square shaped quill (standard) and Cylinder shaped quill (option) are available for FB20.   

 Changing only quill holder gives easy installation. 

  The adjustable feed unit can be placed at any position, and there is no need to adjust slide after quill is  

 re-ground.  Set-up can be made by moving the adjustable feed unit back-and-forth.  And also, it can  

 be moved backward up to 160mm, it is easy to change toolings.  

  New control system, “MNO”, which is user-friendly and well-developed functions, maximizes potential. 

  Program screen displays all axes stationary and columns that can be scrolled from side to side.  Program flow and each axis  

 status, INPUT/OUTPUT, JUMP item and so on can be grasped at one view. 

  Even though long program, it is easy to shorten setup time, make new program, edit and so on with versatile    

 functions; Jump, 1 cycle/Pause, switching operation mode during operation, auto cutting and so on. 

  Independent screens for Gaging, Coil end alignment, Input/Output and such programs gives easy setups. 
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